Luckpump

OPERATION LIMITS

Flow up to: 9.6 miH
Head up to: 60 m
Min: 0.65 kw
Mac: 1.5kw
IP: 55 INSULATION CLASS: F
Power: 18/3§, 50/60 Hz 220V
Temperature range: 15110 C
Pump No.; 1 pump

IDENTIFICATION

MCS-E 32

* Number of stages
m*H

EBARA MATRIX

W.5.0. Model series

Horizontal
Multistage
Stainless Steel
Pump Set

WITH INTEGRATED VSD CONTROL SYS
AND MCS INVERTER

MCS SERIES 1 PUMP
stainless steel 304

FEATURES AND BENEFITS N

+ Constant pressure design-Whatever you want !

+ Easy installation and operation-Mo extra programming is needed |

« Mone fan design-Cooling of frequency inverter by matar fan
Double casing design for moisture-proof and heat dissipation

+ Energy saving

« Easy set-up for pressure point

- Low acoustic noise

LUCK MACHINERY CO.,LTD
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ELECTRICAL DATA AND DIMENSIONS

ONE PUMP VOLTAGE 1 & /3 § 220V

) Dimensions (mm)
Pump Set Type Hati: ;ﬂ:&f Wateer;g}:uunt Haadmhhler on? Sr:: Drl:::nh ) " y " "
MCS-E32 0.65/0.9 3.6 24 0.5~26 25 25 360 165 490 a0 215
MCS-E33 0.91.2 36 36 0.5~4 25 | 25 | 360 165 490 90 215
MCS-E34 1.3M1.8 36 48 05-53 | 25 | 25 | 421 165 490 90 215
MCS-E35 1.5/2.0 36 60 05-66 | 25 | 256 | 445 165 490 20 215
MCS-ES52 0.91.2 6 25 0.5~28 3z 25 360 165 490 90 215
MCS-ES3 1.31.8 6 38 0.5~-4.2 32 25 397 165 490 a0 215
MCS-E102 1.5/2.0 9.6 28 0.5~31 | 40 | 40 | 416 165 510 20 230

* Please notice the dimensions will have some inaccuracy.

DESCRIPTION OF THE BOOSTER PUMP

Model Description

1. -Horizontal Multistage
Stainless Steel Pump

2. -Diaphragm Pressure Tank

3. -inverter & CPU

4. -Pressure Transmitter

5. -Pressure Gauge

6. -Stainless Steel 5 Way
Check Valve

7. -Base Plate

() LUCKMACHINERY CO.,LTD
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Luckpump

OPERATION LIMITS

Flow up to: 19.2 m¥yH
Head up to: 60 m
Min: 0.65 kw x 2
Manc 1.5 kwx 2
IP: 55 INSULATION CLASS: F
Power: 1§/3 &, 50/60 Hz 220V
Temperature range: 15110 C
Pump No.; 2 pumps

IDENTIFICATION

MCS-E 32-2
Two Pumps
Number of stages
mH
EBARA MATRIX
W.5.0. Model series

FEATURES AND BENEFITS

+ Constant pressure design-Whatever you want |

+ Easy installation and operation-Mo extra programming is needed !

« Mone fan design-Cooling of frequency inverter by motor fan
Double casing design for moisture-proof and heat dissipation

» Energy saving

« Easy set-up for pressure point

+ Low acoustic noise

Multi-pump functions
« Intelligent paralleled and added benefits for multi-pump set control
+ Backup function for emergency use s complete

Horizontal
Multistage
Stainless Steel
Pump Set

WITH INTEGRATED VSD CONTROL SYS
AND MCS INVERTER

MCS SERIES 2 PUMPS
stainless steel 304

LUCK MACHINERY CO.,LTD
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ELECTRICAL DATA AND DIMENSIONS

TWO PUMPS VOLTAGE 1 § /3 § 220V

Pump Set Type| Rated power | Water Amount | Haed Meter Suct.| Disch olsekicobid
kw/HP mH M kglom? | mm | mm | w | wil| H H1 |H2

MCS-E32-2 0.85/0.9x2 3.6x2 24 0.5~286 | 25x2| 40 360 | 185 290 | 490 a0 215
MCS-E33-2 0.9/1.2x2 3.6x2 36 0.5-~4 | 26x2| 40 360 | 1685 290 | 4490 a0 215
MCS-E34-2 | 13M8x2 | 3.6x2 48 | 05-53 |25x2| 40 | 421 [165 | 200 | 480 | 90 | 215
MCS-E352 | 1520x2| 36x2 60 | 05~66 |25x2| 40 | 445 165 | 200 | 480 | 90 | 215
MCS-ES2-2 | 09/12x2 |  6x2 26 | 05~28 | 32x2| 50 | 360 | 165 | 290 | 490 | 90 | 215
MCS-ES3-2 | 13182 |  6x2 38 | 05-42 | 32x2| 50 | 307 | 165 | 290 | 490 | 90 | 215
MCS-E102-2 1.5/2.0x2 9.6x2 28 0.5~31 | 40x2| 50 418 | 165 300 | 510 a0 230

# Fleasze notice the dimensions will have some inBccuracy.

DESCRIPTION OF THE BOOSTER PUMP

Model Description

1. -Horizontal Multistage
Stainless Steel Pump

2. -Diaphragm Pressure Tank

3. -Inverter & CPU

4. -Pressure Transmitier

5. -Pressure Gauge

6. -Stainless Steel 5 Way
Check Valve

7. -Base Plate

(® LUCKMACHINERY CO.,LTD
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Luckpump

Variable Speed Drive
Control S8YS.

OPERATION LIMITS

Flow up to: 18 m¥H
Head up to: mem
Min: 0.65 kw
Mac: 4 bw
IP: 55 INSULATION CLASS: F
Power: 3 &, 50/60 Hz 220V/380V
Temperature range: 15110 C
Pump No.; 1 pump

IDENTIFICATION

SMX-E 32

Number Of Stages
me/H

EBARA MATRIX
W.5.0. Model series

Horizontal
Multistage
Stainless Steel
Pump Set

WITH INTEGRATED VSD CONTROL SYS
AND SMX INVERTER

SMX SERIES 1 PUMP
stainless steel 304

FEATURES AND BENEFITS N

« Constant pressure design-Whatever you want |

+ Easy installation and operation-Mo extra programming is neaded |

+ Mone fan design-Cooling of frequency inverter by maotor fan
Double casing design for moisture-proof and heat dissipation

« Energy saving

« Easy set-up for pressure point

+ Low acoustic noise

LUCK MACHINERY CO.,LTD
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ELECTRICAL DATA AND DIMENSIONS

ONE PUMP VOLTAGE 3 § 380V
. Dimensions (mm)

Pump Set Type | Rated power | Water Amount | Haed Meter Suct. | Disch

kw/HP mH M kglem® mm | mm L W H H1 H2
SMX-E32 0.65/0.9 3.6 24 0.5~26 26 | 25 360 165 490 90 215
SMX-E33 0.9/1.2 3.6 36 0.5~4.0 25 | 25 360 165 490 80 215
SMX-E34 1318 36 48 0.5~5.3 25 | 256 | 421 165 490 90 215
SMX-E35 1.5/2.0 36 60 0.5-6.6 25 | 25 | 445 165 490 90 215
SMX-E36 22/30 is 72 0.5~8.0 25 | 28 482 165 490 90 215
SMX-E52 0.9/1.2 6.0 25 0.5~28 32 | 25 360 165 490 90 215
SMX-E53 1318 6.0 38 0.5~4.2 32 | 28 397 165 490 80 215
SMX-E54 2.2/3.0 6.0 50 0.5~5.5 32 | 25 | 434 165 490 90 215
SMX-ES5 22130 6.0 62 0.5~6.8 32 | 26 458 165 490 80 215
SMX-E56 3.0/4.0 6.0 76 0.5-84 32 | 25 517 165 490 90 215
SMX-E102 1.5/2.0 8.6 28 0.5~3.1 40 | 40 416 165 510 80 230
SMX-E103 22/30 9.6 42 0.5~46 40 | 40 | 429 165 510 90 230
SMX-E104 3.0/4.0 9.6 56 0.5~6.2 40 | 40 | 494 165 510 90 230
SMX-E105 40/55 98 70 0.5~7.7 40 | 40 568 165 510 90 230
SMX-E182 3.0/4.0 18.0 28 0.5~3.1 50 | 40 | 490 165 510 90 230
SMX-E183 40/55 18.0 42 0.5~486 50 | 40 534 165 510 90 230

 FPlaase notice the dimensions will have some inaccuracy.

DESCRIPTION OF THE BOOSTER PUMP

-2 Model Description

1. -Horizontal Multistage
Stainless Steel Pump
/ 3 2. -Diaphragm Pressure Tank
ot 1 3. -Inverter & CPU
L —_ 4. -Pressure Transmitter
| 5. -Pressure Gauge
= r 6. -Stainless Steel 5 Way
D@ ] Check Valve
7. -Base Plate

(® LUCKMACHINERY CO.,LTD
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Luckpump

Constant Pressure .

Variable Drive

T, e Horizontal

Multistage

Flow up to: 36 miH Stainless St&&l
Head up to: 76 m Pump Set
Min: 0.65 Kwx2
e — WITH INTEGRATED VSD CONTROL SYS
IP; 54 INSULATION CLASS: F 5;:1::JXE|SN:$EI‘EP:
Power: 3§, 50/80 Hz 220V/380V stainloss stesl 304
Temperature range: 15110 C
Pump No.; 2 pumps

=
B
IDENTIFICATION

= A Fibox box
SMX-E 32-2-;50%.
Two Pumps
Number of stages
myH
EBARA MATRIX
W.5.0. Model series

FEATURES AND BENEFITS

+ Constant pressure design-Whatever you want |

+ Easy Installation and operation-Mo extra programming is needed !

- Mone fan design-Cooling of frequency inverter by motor fan
Double casing design for moisture-proof and heat dissipation

» Energy saving

« Easy set-up for pressure point

+ Low acoustic noise

Multi-pump functions
« Intelligent paralleled and added benefits for multi-pump set control
+ Backup function for emergency use s complete

LUCK MACHINERY CO.,LTD
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ELECTRICAL DATA AND DIMENSIONS

TWO PUMPS VOLTAGE 3 § 380V

; Dimensions (mm)
Pump Set Type Rated power | Water Amount | Haed Meter Suct. | Disch
kwiHP mH M kglem® mm | mm L W Wi H H1 H2
SMX-E32-2 0.65/0.9%2 3.6X%2 24 05~26 |25%2)| 40 | 450 | 290 | 500 | 680 | 140 | 265
SMX-E33-2 0.9/1.2X2 3.6X2 36 05~40 ([256X2| 40 450 | 280 | 500 | 680 | 140 265
SMX-E34-2 1.3/1.8%2 3.6X2 48 05~53 |25X2| 40 | 450 | 290 | 500 | 680 | 140 | 265
SMX-E35-2 1.5/2.0%2 3.6X2 60 0566 |26X2| 40 450 | 200 | 500 | 680 | 140 265
SMX-E36-2 2.2/3.0%2 3.6X2 72 05~8.0 |25X2| 40 | 450 | 290 | 500 | 680 | 140 | 265
SMX-E52-2 0.9M1.2%2 6.0X2 25 05~28 |32X2| 50 450 ( 200 | 500 | 680 | 140 265
SMX-E53-2 1.3M1.8x%2 6.0X2 38 05~-42 3242 50 | 450 | 290 | 500 | 680 | 140 | 265
SMX-E54-2 2.213.0%2 6.0X2 50 05~55 |32x2| 50 | 450 | 290 | 500 | 680 | 140 | 265
SMX-E55-2 2.2/3.0%2 6.0X2 62 05~6.8 |32X2| 50 | 450 | 290 | 500 | 680 | 140 | 265
SMX-E56-2 3.0/4.0%2 6.0X2 76 0.5~84 |32%2)| 50 | 450 | 290 | 500 | 680 | 140 | 265
SMX-E102-2 1.5/2.0%2 9.6X2 28 05~31 [40X2| 65 450 | 300 | 500 | 680 | 140 280
SMX-E103-2 2.213.0%2 9.6xX2 42 05~46 |40X2| 65 | 450 | 300 | 500 | 680 | 140 | 280
SMX-E104-2 3.0/4.0%2 9.6X2 56 05~6.2 [40X2| 65 450 | 300 | 500 | 680 | 140 280
SMX-E105-2 4.0/5.5%2 9.6xX2 70 0.5~7.7 |40X2| 65 | 450 | 300 | 500 | 680 | 140 | 280
SMX-E182-2 3.0/4.0%2 18.0%2 28 05~31 |50X2| B8O 450 ( 300 | 500 | 68O | 140 280
SMX-E183-2 4,005,542 18.0%2 42 05~46 |50X2| 80 | 450 | 300 | 500 | 800 | 140 | 280
* Flease notice the dimensions will have some ingccuracy.

DESCRIPTION OF THE BOOSTER PUMP
Model Description

E32-2-A======Fij 1. -Horizontal Multistage 5. -Control Panel
o Flbox bax Stainless Steel Pump 6. -Stainless Steel 5 Way
SMX-E32-2-B+--=-*Hensel box 2. -Diaphragm P e tanE Chack Vial
3. -Inverter 7. -Base Plate

4, -Pressure Transmitter 8. -Outlet Flange

(® LUCKMACHINERY CO.,LTD
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Luckpump

Variable Speed Drive
Control S8YS.

OPERATION LIMITS

Flow up to: 54 m3yH
Head up to: mem
Min: 0.65Kwx3
Mac 4 Kwxd
IP: 55 INSULATION CLASS: F
Power; 3 phase, 50/60 Hz 220/380V
Temperature range: 15110 C
Pump No.; 3 pumps

IDENTIFICATION

SMX-E 32-3 -3

3 Pumps
Number of stages
myH
EBARA MATRIX
W.5.0. Model series

Horizontal
Multistage
Stainless Steel
Pump Set

WITH INTEGRATED VSD CONTROL SYS
AND SMX INVERTER

SMX SERIES 3 PUMPS
stainless steel 304

FEATURES AND BENEFITS :

+ Constant pressure design-Whatever you want |

+ Easy Installation and operation-Mo extra programming is needead |

- Mone fan design-Cooling of frequency inverter by motor fan
Double casing design for moisture-proof and heat dissipation

» Energy saving

« Easy set-up for pressure point

+ Low acoustic noise

Multi-pump functions

« Intelligent paralleled and added benefits for multi-pump set control
+ Backup function for emergency use s complete

LUCK MACHINERY CO.,LTD
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ELECTRICAL DATA AND DIMENSIONS

THREE PUMPS VOLTAGE 3 § 380V

. Dimensions (mm)
Pump Set Type Rated power | Water ::u.rnnunt Haed Meter Suct. |Disch
kw/HP mH M kglem® mm | mm L W Wi H H1 H2

SMX-E32-3 0.65/0.9%3 3.6X3 24 05-26 |25X3| 50 | 600 | 850 | 340 | 760 | 140 | 265
SMX-E33-3 0.9/1.2%3 3.6X3 36 0.5~4.0 |25X3| 50 600 | 850 | 340 760 140 | 265
SMX-E34-3 1.3/1.8X3 3.6X3 48 05~53 |25X3| 50 | 600 | 850 | 340 | 760 | 140 | 265
SMX-E35-3 1.5/2.0%3 3.6X3 60 0566 |25%3| 50 | 600 | 850 | 340 | 760 | 140 | 265
SMX-E36-3 2.2/3.0X3 3.6X3 72 0.5~8.0 ([256X3| 50 600 | 850 | 340 760 140 | 265
SMX-E52-3 0.9/1.2X3 6.0X3 25 05~28 |3243| 65 | 600 | 850 | 340 | 760 | 140 | 265
SMX-E53-3 1.3M1.8%3 6.0X3 38 05~42 |(32X3| 65 600 | 850 | 340 760 140 | 265
SMX-E54-3 2.213.0%3 6.0X3 50 05~55 |3243)| 65 | 600 | 850 | 340 | 760 | 140 | 265
SMX-ES5-3 2.2/3.0X3 6.0X3 62 0.5~6.8 |32X3| 65 600 | 850 | 340 780 140 | 265
SMX-E56-3 3.0/4.0X3 6.0X3 76 05-84 |3243) 65 | 600 | 850 | 340 | 760 | 140 | 265
SMX-E102-3 1.5/2.0%3 9.6X3 28 0.5~3.1 |40x3| 80 600 | 850 | 340 760 140 | 280
SMX-E103-3 2.2/3.043 9.6X3 42 05-46 |40x3) 80 | 600 | 850 | 340 | 760 | 140 | 280
SMX-E104-3 3.0/4.0%3 9.6X3 56 05~6.2 |40X3) 80 | 600 | 850 | 340 | 760 | 140 | 280
SMX-E105-3 4.0/5.5%3 9.6X3 70 0.5~7.7 (40X3| 80 600 | 850 | 340 880 140 | 280
SMX-E182-3 3.0/4.0X3 18.0%3 28 0.5~3.1 |50x3)100 | 600 | 850 | 340 | 760 | 140 | 280
SMX-E183-3 4.0/5.5%3 18.0%3 42 05~46 |50X3|100 | 600 | 850 | 340 880 140 | 280

* Flaase notice the dimensions will have some inaccuracy.

DESCRIPTION OF THE BOOSTER PUMP

SMX-E32-3-A-=--"- Fibox box
SMX-E32-3-B+-ess Hensel box

Model Description

1. -Horizontal Multistage 5. -Control Panel
Stainless Steel Pump 6. -Stainless Steel 5 Way

2. -Diaphragm Pressure Tank  Check Valve

3. -Inverter 7. -Base Plate

4. -Pressure Transmitter 8. -Outlet Flange
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Luckpiimp l...
Constant Pressure
Variable Speed Drive
Control SYS.
PERFORMANCE
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